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(ii) Key parameters for automatic
waste feed cut-off systems.

(iii) Communications or alarm sys-
tems.

(iv) Response to fires or explosions.

(v) Response to ground water con-
tamination incidents.

(vi) Shutdown of operations.

(b) Facility personnel must success-
fully complete the program required in
paragraph (a) of this section within six
months after the date of their employ-
ment or assignment to a facility, or to
a new position at a facility, whichever
is later. Employees hired after the ef-
fective date of your standardized per-
mit must not work in unsupervised po-
sitions until they have completed the
training requirements of paragraph (a)
of this section.

(c) Facility personnel must take part
in an annual review of the initial train-
ing required in paragraph (a) of this
section.

(d) You must maintain the following
documents and records at your facility:

(1) The job title for each position at
the facility related to hazardous waste
management, and the name of the em-
ployee filling each job;

(2) A written job description for each
position listed under paragraph (d)(1) of
this section. This description must in-
clude the requisite skill, education, or
other qualifications, and duties of em-
ployees assigned to each position;

(3) A written description of the type
and amount of both introductory and
continuing training that will be given
to each person filling a position listed
under paragraph (d)(1) of this section;

(4) Records that document that facil-
ity personnel have received and com-
pleted the training or job experience
required under paragraphs (a), (b), and
(c) of this section.

(e) You must keep training records
on current personnel until your facility
closes. You must keep training records
on former employees for at least three
years from the date the employee last
worked at your facility. Personnel
training records may accompany per-
sonnel transferred within your com-
pany.

§267.18

§267.17 What are the requirements for
managing ignitable, reactive, or in-
compatible wastes?

(a) You must take precautions to pre-
vent accidental ignition or reaction of
ignitable or reactive waste by fol-
lowing these requirements:

(1) You must separate these wastes
and protect them from sources of igni-
tion or reaction such as: open flames,
smoking, cutting and welding, hot sur-
faces, frictional heat, sparks (static,
electrical, or mechanical), spontaneous
ignition (for example, from heat-pro-
ducing chemical reactions), and radi-
ant heat.

(2) While ignitable or reactive waste
is being handled, you must confine
smoking and open flames to specially
designated locations.

(3) ““No Smoking’’ signs must be con-
spicuously placed wherever there is a
hazard from ignitable or reactive
waste.

(b) If you treat or store ignitable or
reactive waste, or mix incompatible
waste or incompatible wastes and other
materials, you must take precautions
to prevent reactions that:

(1) Generate extreme heat or pres-
sure, fire or explosions, or violent reac-
tions.

(2) Produce uncontrolled toxic mists,
fumes, dusts, or gases in sufficient
quantities to threaten human health or
the environment.

(3) Produce uncontrolled flammable
fumes or gases in sufficient quantities
to pose a risk of fire or explosions.

(4) Damage the structural integrity
of the device or facility.

(5) Threaten human health or the en-
vironment in any similar way.

(¢) You must document compliance
with paragraph (a) or (b) of this sec-
tion. You may base this documentation
on references to published scientific or
engineering literature, data from trial
tests (for example bench scale or pilot
scale tests), waste analyses (as speci-
fied in §267.13), or the results of the
treatment of similar wastes by similar
treatment processes and under similar
operating conditions.

§267.18 What are the standards for se-
lecting the location of my facility?

(a) You may not locate portions of
new facilities where hazardous waste
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§267.30

will be treated or stored within 61 me-
ters (200 feet) of a fault that has had
displacement in Holocene time.

(1) “Fault” means a fracture along
which rocks on one side have been dis-
placed with respect to those on the
other side.

(2) “Displacement’” means the rel-
ative movement of any two sides of a
fault measured in any direction.

(3) ‘‘Holocene” means the most re-
cent epoch of the Quaternary period,
extending from the end of the Pleisto-
cene to the present.

NOTE TO PARAGRAPH (a)(3): Procedures for
demonstrating compliance with this stand-
ard are specified in 40 CFR 270.14(b)(11). Fa-
cilities which are located in political juris-
dictions other than those listed in appendix
VI of 40 CFR part 264, are assumed to be in
compliance with this requirement.

(b) If your facility is located in a 100-
year flood plain, it must be designed,
constructed, operated, and maintained
to prevent washout of any hazardous
waste by a 100-year flood.

(1) “100-year flood plain’ means any
land area that is subject to a one per-
cent or greater chance of flooding in
any given year from any source.

(2) “Washout” means the movement
of hazardous waste from the active por-
tion of the facility as a result of flood-
ing.

(3) “100-year flood” means a flood
that has a one percent chance of being
equaled or exceeded in any given year.

Subpart C—Preparedness and
Prevention

§267.30 Does this subpart apply to me?

This subpart applies to you if you
own or operate a facility that treats or
stores hazardous waste under a 40 CFR
part 270, subpart J standardized per-
mit, except as provided in §267.1(b).

§267.31 What are the general design
and operation standards?

You must design, construct, main-
tain, and operate your facility to mini-
mize the possibility of a fire, explosion,
or any unplanned sudden or non-sudden
release of hazardous waste or haz-
ardous waste constituents to air, soil,
or surface water that could threaten
human health or the environment.

40 CFR Ch. | (7-1-14 Edition)

§267.32 What equipment am I required
to have?

Your facility must be equipped with
all of the following, unless none of the
hazards posed by waste handled at the
facility could require a particular kind
of equipment specified below:

(a) An internal communications or
alarm system capable of providing im-
mediate emergency instruction (voice
or signal) to facility personnel.

(b) A device, such as a telephone (im-
mediately available at the scene of op-
erations) or a hand-held two-way radio,
capable of summoning emergency as-
sistance from local police departments,
fire departments, or State or local
emergency response teams.

(c) Portable fire extinguishers, fire
control equipment (including special
extinguishing equipment, such as that
using foam, inert gas, or dry chemi-
cals), spill control equipment, and de-
contamination equipment.

(d) Water at adequate volume and
pressure to supply water hose streams,
or foam-producing equipment, or auto-
matic sprinklers, or water spray sys-
tems.

§267.33 What are the testing and
maintenance requirements for the
equipment?

You must test and maintain all re-
quired facility communications or
alarm systems, fire protection equip-
ment, spill control equipment, and de-
contamination equipment, as nec-
essary, to assure its proper operation
in time of emergency.

§267.34 When must personnel have ac-
cess to communication equipment
or an alarm system?

(a) Whenever hazardous waste is
being poured, mixed, spread, or other-
wise handled, all personnel involved in
the operation must have immediate ac-
cess to an internal alarm or emergency
communication device, either directly
or through visual or voice contact with
another employee, unless the device is
not required under §267.32.

(b) If just one employee is on the
premises while the facility is oper-
ating, that person must have imme-
diate access to a device, such as a tele-
phone (immediately available at the
scene of operation) or a hand-held two-
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